Infrared Thermometer

8875

Emissivity adjutable gun type 8875

A LOW COST & ACCURATE GUN TYPE IR METER

/A ADJUSTABLE EMISSIVITY FROM 0.3 TO 1.0 FOR METAL
AND NON-METAL SURFACE MEASUREMENT

A QUICK AND ACCURATE RESPONSE 500mS

A BUILT-IN LASER BEAM (670NM) FOR TARGETING

A LASER BEAN ACTIVATE SELECTABLE

A BACKLIGHT FUNCTION SELECTABLE

A TEMP. UNIT C/F IS SWITCHABLE

A FLIP COMPARTMENT, EASY TO REPLACE
BATTERY Y

/A PRODUCT COMPLIES WITH FDA STANDARD CLASS I

& ERGONOMIC HAND GRIP

/A POWERED BY 9 VOLT BATTERY

Model 8875
Temp. range -40~500°C
Temp. resolution 0.1°C/°F(-40~110°C), others 1°C/°F
Temp. accuracy +/-2%0r2°C at-20~200°C,
(Which is greater) others+/-3%or3°C
Repeatability +/-1°C
Emissivity 0.3~1.0 adjustable
D:S ratio 10:1
LCD size 21.8(H)x31.8(W)mm
Operating temp. 0~50°C
Operating RH% Humidity <80%
Storage temp. -20~50°C
Storage RH% Humidity < 90%
Dimension 80x45x157(H) mm
Weight 1409
Battery 9V battery x 1pc
Optional Pouch and wrist strap
Standard Package Meter/Battery/Manual/Paper box
Optional
POUCH ( SOFT CARRY CASE) STRAP (WRIST STRAP)
P/N: VM68890A P/N: VM68886A
COLOR: BLACK COLOR: BLACK

SIZE:152x84x45mm SIZE:~220mm
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