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BUILT-IN LASER POINTER TO IMPROVE AIM !
ADJUSTABLE EMISSIVITY 0.3~1.0 !

COMPLIES WITH FDA RADIATION PER-

FORMANCE STANDARD 21CFR SUBCHAPTER J.
ADJUSTABLE EMISSIVITY FROM 0.3 TO 1.0!
DISTANCE :SPOT=12:1!

RUBBER-LIKE HAND GRIP DESIGNED !

FLIP BATTERY COMPARTMENT, EASY TO REPLACE
BATTERIES !
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Temp. Range : -40~816°C(-40°F~1500°F)
Big LCD display
Operating temp. :10~40°C,10~90%RH.
Response time : 500 ms.
Temperature unit®C and °F switchable .
Accuracyt 2°C (or 4°F) less than 0°C
+ 2% or 2°C ( or 4°F) <300°C
+ 2.5% or 5°C ( or 9°F) >300°C ,<500°C
+ 3% above 500°C .
Resolution : 0.1°C (<280°C)
1.0°C (>280°C)
Repeatability : 1°C
Storage Ambient :-20~500C (0~90%RH)
Dimension : 195 x 134 x 50 mm
Backlight feature for use in dark areas.
Auto power off : After 4 seconds.
Laser power: < 1mW
Battery life : 100hrs
Meter includes : Hard case, AAA batteries,
Carry pouch,Instruction manual.



