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 FTX-SERIES 

Probes & Extension Cables 

            

Temperature Probes: 

Model # Operating Range Accuracy Diameter Wetted Materials 

PRB-PF1-02M-ST-L -40 to +100°C ±0.5°C 2.3mm Nylon 

PRB-PF1-02M-ST-H -40 to +100°C ±0.25°C 2.3mm Nylon 

PRB-GB1-02M-ST-L -40 to +200°C ±1.0°C 2.3mm Teflon 

PRB-GB1-02M-ST-H -40 to +200°C ±0.5°C 2.3mm Teflon 

 

 

 

 

 

 

Extension Cables: 

Model # Operating Range Connectors Diameter Jacket Materials 

EXT-PF1-02M-ST-ST -40 to +85°C ST, SMA, HFBR 2.3mm Nylon 

EXT-AR1-02M-ST-ST -40 to +85°C ST, SMA 6.5mm PVC 

 

 

 

 

 

 

Fiber Couplers:  Connectors: 

Model # Model # Model #  
ST 

SMA 

HFBR 

CON-ST-ST CON-SMA-SMA CON-HFBR-HFBR  

  
 

 

 

 

How to Order: Product – Type – Length – Conn – Accuracy 

PRB – 
PF1 

GB1 
– 

01M 

.. 

10M 

– 

ST 

SMA 

HFBR 

– 
L – Low 

H - High 

How to Order: Product – Type – Length – Conn1 – Conn2 

EXT – 
PF1 

AR1 
– 

01M 

.. 

10M 

– 

ST 

SMA 

HFBR 

– 

ST 

SMA 

HFBR 


